
PRODUCT OVERVIEW
Perma Composites’ co-extruded Wood Plastic Composite (WPC) products are engineered 
to provide durable, low-maintenance building solutions while supporting responsible use of 
resources throughout their service life.

RESPONSIBLE MATERIAL USE
Perma Composites WPC co-extruded products are manufactured using approximately 87% 
recycled materials by weight, including recycled wood fibre and recycled polymer content 
from Australia. This reduces reliance on virgin raw materials and assists in diverting waste 
from landfill, subject to product specification and manufacturing batch.

DURABILITY AND SERVICE LIFE
The co-extruded protective outer layer enhances resistance to moisture ingress, UV  
exposure, and chemical breakdown  contributing to an extended service life compared with 
many traditional timber products used in similar applications providing 30 year minimum 
life span.

REDUCED MAINTENANCE
Designed to require minimal ongoing maintenance, with no regular painting, staining,  
sealing, or chemical treatments typically required. This reduces lifecycle maintenance  
impacts, chemical use, and associated emissions.

MANUFACTURING EFFICIENCY
Controlled manufacturing processes provide consistent quality and reduced material  
wastage. Where practicable, manufacturing off-cuts are reprocessed.

END-OF-LIFE CONSIDERATIONS
WPC products are suitable for recycling through specialist facilities.
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